
Benefits

/ Accumulate at floor level 

/ Accessibility to product 

/ No bottles overhead 

/ Visibility across plant floor

Performance

/ DYNAC Functionality

/ Single File

/ FIFO

/ Gap control

/ Pressureless conveyance

/ Continuous motion 

/ Infeed/outfeed at different rates

Simple. Pressureless. Accumulation. Buffering. Line Control.

High speed packaging lines require intelligent conveyance in order 

to achieve maximum performance. The Hartness DYNAC is 

a simply innovative solution that is designed to improve the 

throughput and efficiency of high speed packaging lines. The 6300 

accumulation/buffering system offers the full functionality of the 

traditional single file DYNAC in a floor level configuration where 

accessibility and visibility across the line is essential.

The DYNAC 6300 provides FIFO (first in-first out)  accumulation, 

pressureless product handling as well as unique line balancing 

characteristics for handling diverse shapes and sizes. 

DYNAC has the ability to automatically expand its 

usable length based on line conditions. Frequent 

slowdowns and “micro-stops” that are inherent, 

even in the best designed lines, 

can dramatically reduce throughput. DYNAC virtually eliminates 

the effect of these occurrences, raising productivity by providing a 

constant and optimal product flow from machine to machine.

With DYNAC there  are no complicated line controls, and now 

equipment centers can be positioned close together in a smaller 

footprint. The DYNAC between the two centers isolates these from 

each other so each runs at its optimum efficiency. 

This exceptionally versatile system handles an array of round and 

non-round container formats including plastic, glass, aluminum, and 

various types of cartons.

As with all Hartness DYNACS, the 6300  

decreases the size and complexity of 

packaging lines while improving 

throughput and overall efficiency. 

6300 DYNAC



ITEM DESCRIPTION

minimum bottle height 5.5 in 

maximum bottle height 14 in

minimum bottle width 1.75 in

maximum bottle width 6 in

accumulation 325 ft

length/width 32 ft 11 in x 9 ft 5 in

speed * 230 FPM (Product Dependent)

voltage 240 / 480

phase 3

hz  50 / 60 
*for reference only - product dependant

The dimensions, descriptions, illustrations and other particulars in this profile are given in good faith but are not intended to and do not constitute 
any guarantee or warranty given by Hartness International or form any part of any contract. Photographs and/or illustrations may be shown 
with optional equipment or without safety guards in order to show features. Hartness International designs are covered by numerous US and 
International Patents.

6300DYNAC

/ Two transfers, parallel in and parallel out

/ Only goes around two curves

/ The wing of the chain is always on the outside of the curve to help with product stability

/ There are no change parts 

/ 6 adjustment handle locations

The 6300 Advantage
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